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A lower buffer-length value should be used with caution. If all the Network Management (NM) andWAN
interface card (WIC) slots in the router are filled with async cards, and each of



buffers
To make adjustments to initial public buffer pool settings and to the limits















calendar set
To manually set the hardware clock (calendar), use one of the





clear platform hardware capacity rewrite-engine counter
To clear the packet drop and performance counters of the central rewrite engine on
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exception crashinfo buffersize
To change the size of the buffer used for crashinfo files, use the exception













exception crashinfo maximum files
To enable a Cisco device to automatically delete old crashinfo files to help create space for writing the new
crashinfo files when a system crashes, use the exception crashinfo maximum files command in global
configuration mode. To disable automatic deletion of crashinfo files, use the no form of this command.

exception crashinfo maximum files file-numbers

no exception crashinfo maximum files file-numbers

Syntax Description



!
exception crashinfo maximum files 22

Related Commands





exception delay-dump
To pause or delay the dump of data error exceptions to the host, use the exception





























exception spurious-interrupt
To configure the router to create a core dump and reload after a specified number of



Related Commands







monitor event-trace cpu-report (global)
To monitor the collection of CPU report traces, use themonitor event-trace cpu-reportcommand in global
configuration mode.

monitor event-trace cpu-report {disable| dump-file location| enable| size| stacktrace



The following example shows how to disable the event tracing information:

Router# monitor event-trace cpu-report disable
The following example shows how to first clear the event tracing and then trace the call stacks at the tracepoints
4:

Router# monitor event-trace cpu-report stacktrace 4

Related Commands
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